
Features

l Easy handling 
Built-in photodiode allows easy detection of light just by 
connecting to a voltmeter.

l Optical fiber light input 
Measures light at a narrow detection point. Separating the 
amplifier from the detection point allows measurement in 
unusual environments and achieves low noise.

l Three sensitivity ranges

l High-speed response 

Applications

l Optical power meters
l Laser monitors
l Precision photometry
l Various light detection (sparks inside equipment, etc.)

M O D U L E

Photosensor amplifier

Light-to-voltage conversion amplifier with optical fiber

C6386
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Photosensor amplifier  C6386
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300 mm

PARALLEL LIGHT
1.8 V

10 W

L2791

l=880 nm
Po=1.3 mW
IF=30 mA

FIBER
STRAIGHT

C6386
(WITH DRY BATTERIES)

RANGE: H

VOLTMETER

TYPE NO.                : 195A (KEITHLEY)
OUTPUT VOLTAGE: 2.0 V
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■ Spectral response
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■ �Operation example

■ Frequency response

■ Dimensional outlines (unit: mm)
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FREQUENCY

(Typ. Ta=25 ˚C)
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PILOT LAMP

POWER SUPPLY 
SWITCH

ZERO ADJUSTMENT 
CONTROLRf CHANGE SWITCH

INPUT OUTPUT
EXTERNAL POWER
SUPPLY INPUT

<UPPER SURFACE>

<FRONT>

(1/4-36UNS) (BNC-R)

17 20

1000

5.0

2.0

<OPTICAL FIBER>

SMA TYPE CONNECTOR
 (1/4-36UNS)

PVC TUBE
(AWG-9 BLACK)

TIP PART
(ALUMINUM ALLOY)3.

9

D������	)E�


