SAW Device

KSS

cdmaOne-IF

MSFC30-183-001MO

B Features

e \Wide-Band IF filter for cdmaOne.

® Because it is leadless type, automatic mounting is possible.

® Excellent phase characteristics.

® Balance connection type of input and output is available.

m Specifications

- Original Size

Iltem Unit Conditions Specifications
Nominal Frequency MHz 183.6
Operating Temperature Range c -30~+80
Storage Temperature Range c —40~+85
] -635% |
Pass Bandwidth kHz -5dB +670% | —615 MIN.
T
Ripple dB Fo—300kHz 0.4% i 1.0 MAX.
T
Insertion Loss dB Minimum loss 6.5% E 9.0 MAX.
_ o
Fo+900kHz R 33 MIN.
Guaranteed Attenuation dB 1 25/38" :
Fo+1.25MHz 1.25/20% | 33 MIN.
T
Group Delay Deviation ns Fo+300kHz 290%* i 500 MAX.
% 1 Typ.
m QOutline m Measurement Circuit
MSFC30
) 7.0+0.2 ) 1.49 MAX.
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1.97x2 Single
“ ‘#2 > 5 Input 9 INPUT OUTPUT
410 i Output | 4 L1 | 12nH 13 | 100nH
< #4 others : Ground 2 68 nH
o] 1.8 Balance
INT Cl| 43pF c2 30 pF
#5 Input 9,10
Output 4,5
1.0 : #8 #1 — 0.6 others : Ground

Dimensions(mm)
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